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LUKOIL VERSO PLUS   
Product number: 583429 

High-performance universal-tractor-transmission-oil (UTTO) for year-round use in gearboxes, torque converters, 

hydraulic systems and wet brakes 

 

Meets requirements 

 

 

 Allison C-4 

 API GL-4 

 CASE MS 1204* 

 CASE MS 1209* (superseded by CNH MAT 3505) 

 CATERPILLAR TO-2 

 CNH MAT 3505, 3525 

 EATON VICKERS I-286-S, M-2950-S 

 Ford ESN-M2C134-A, -B, -C, -D 

 Ford ESN-M2C86-C  

 Ford New Holland FNHA-2-C-201.00  

 JOHN DEERE JDM J20C 

(*obsolete) 

 Kubota UDT 

 Landini MACROS/C 

 MASSEY FERGUSON CMS M1141 

 MASSEY FERGUSON CMS M1143* (superseded by CMS M1145) 

 MASSEY FERGUSON CMS M1145 

 MIL-L-2105 

 NH 410B* (superseded by CNH MAT 3525) 

 Valtra G2-08 

 Volvo 97303 VCE WB101 

 White Farm* 

 ZF TE-ML 03E, 05F, 06K, 06L, 17E, 21F 

Product description  

LUKOIL VERSO PLUS is a high-performance UTTO, that was developed for extended drain intervals. The innovative combination of modern additive tech-

nology and high-quality base oils ensures the best possible protection for the transmission units. 

LUKOIL VERSO PLUS has been developed as a universal oil especially for transmissions, torque converters, hydraulic systems and wet brakes from leading 

OEMs and is recommended for application with the longest possible drain intervals according to the manufacturer's instructions. 

Application  Benefits    

 The application at leading OEMs (Case, Claas, Fendt, Massey 

Ferguson, ZF, etc.) 

 

 Developed for use in transmissions, wet brakes, hydraulic 

systems and auxiliary drives in the most modern tractors, for-

estry and construction machines 

 

 Many other heavy duty transmission & hydraulic units in ag-

ricultural and construction equipment where an "UTTO" lubri-

cant according to API GL-4 in combination with a viscosity 

class of SAE (J300) 10W-30 or SAE (J306) 75W-80 is required 

 

 Ideally suited where a multigrade hydraulic oil according to 

DIN 51502 (HVLP) is required 

 

LUKOIL VERSO PLUS must not be used as engine oil.  

For detailed information about your machinery lubrication and 

specifications, please refer to the manufacturer’s user manual. 

 OPTIMAL FOR LATEST CVT UNITS & CONVERTERS 

Designed to meet or exceed the latest CVT (Continuously Variable Transmission) require-

ments of leading OEMs. Ideal for the application under adverse conditions 

IDEAL TEMPERATURE VISCOSITY CLASS OF SAE 10W-30 

Precise operation from hydraulics and transmissions. Ensures exact response, especially 

in the starting phase 

HIGH PERFORMANCE WET BRAKES 

Friction-optimized additives ensure consistently high performance and best possible 

brake noise suppression 

EXTENDED MAINTENANCE INTERVALS 

The modern formulation ensures optimal resistance to oxidation and aging 

UNIVERSALLY APPLICABLE - BACKWARDS COMPATIBLE 

Reduces storage costs due to the coverage of many manufacturer specifications and is 

therefore also ideally suited for older model generations 
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Typical test data 

Property Unit  Test method Value 

Density @ 15 °С kg/m3 DIN 51757 865 

Flash point (COC) °C ISO 2592 ≥210 

Viscosity class --- SAE J300 10W-30 

Viscosity class --- SAE J306 75W-80 

Viscosity @ 40°C mm²/s DIN 51562/T1 55,5 

Viscosity @ 100°C mm²/s DIN 51562/T1 9,8 

Viscosity index --- DIN ISO 2909 162 

Pour point °C DIN ISO 3016 ≤-42 

The information given in the typical data does not constitute a specification but is an indication based on current production and can be affected by allowable production tolerances. The right to make modifications 

is reserved by LUKOIL Lubricants Europe GmbH 

 

SHELF LIFE AND STORAGE 

When stored in the original unopened containers in a dry place, this product has a shelf life of at least 60 months from the date of production. 

 

SAFETY, HEALTH, ENVIRONMENT 

This product doesn't contain any toxic ingredients. During storage, transportation and application of this product, the safety rules for handling mineral lubricating materials and the environment protection regula-

tions must be observed. For further information on how to use LUKOIL products, please refer to the material safety data sheet: www.LukDocs.com  
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